
Auto detected by  automatic VIN.

Read ECU Information, Data Stream.

Read and erase generic codes (P0, P2, P3 and U0).

Read freeze frame data, monitor and I/M readiness status.

Read vehicle information (VIN, CIN and CVN).

Read, store and playback live O2 sensor test data.

Read PCM live data stream, with professional graphic data Display, includes 

waveform and instrument mode.

1. Software operating environment

2. Software downloading

3.Software activation

Hardware requirements: Phone with Bluetooth. 

Space disk can’t less than 1G,  and RAM can’t less than 512M.

Operating system: support Android above 4.4 .

Network requirement: The software needs to be activated & downloaded 

online,  so please make sure your internet is connected.

Method 1

 You can scan the QR code to download the APP

Method 2

Opening the website: http://www.idutex.com

Home page>Support page

Then find the right software to download and install.

After the information has been committed, please login your email to 

activate the product.

SERVICE@ IDUTEX.COM

Your Name

Your Name

CHINA

IDUTEX TECH Co., Ltd

Customer information is
committed successfully!
The activated link been 
sent to your email,please
login your email and click 
the link to activate the 
product

Yes

Activation Cancel

Dear Customer,

Please click the following link to activate your device:
http://activation_link/Interface/sendemail.aspx-
?sn=5517041123&pswd=…

Internet Explorer

You will receive a activated email from the IDUTEX server. 

Please click the link to get the confirmation from the manufacture.

Activate success .

Internet Explorer

Product:                                        TPU300

Processor:                                    ARM 32-bit Cortex processor

Communications:                     Bluetooth

Operating Temperature:       -10 to 70'C (14-158F), Relative Humidity:<90%

Storage Temperature:            -30 to 120C (-22 to 248F),Relative Humidity: <90%

Dimension:                                  108mm *108mm *55. 3mm

Unit Weight:                                 NW:0.04kg (0.088Ib)        GW:0.1kg (0.4Ib)

Protocol:                                       J1708, J1939, ISO 9141, IS014230,1S015765, SAE-J185O VPW, SAE-J1850PWM

Connectors Supported:        OBD-16 ,OBD-9,OBD-6

Input Voltage:                            DC 8-26V

Year Model:                                 1990 - newest

Please input the series number and the password and then press “Login”

Login

Input the password

Input the number

Login

Login

***********

idutex

Login

IDUTEX Store IDUTEX Store

If the product is not activated, please press “Yes”, and input your information,  

the email address and country is required, and then please press “Activation”.

Activation Cancel

The product is not ac
tivated ,please registe
r and activate first

Yes No



TPU - 300

Vehicle OBD connector locates in different part,  see the picture as below
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You can download the software you need .

After download, Click the main button to diagnose.

6 7

One year free update and one year warranty if any quality problem 
during warranty time.

APP Store

Common Data

Heavy-Duty

Light-Duty/Car

V1.5 32

V1.5 32

V1.5 32


